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The Labino Bench Light Galaxy is part of a new generation of products 
that Labino is introducing to the market. These unique new lights have one 
common characteristic: they weigh less, than many comparable products on 
the market today. Galaxy weighs just 2.2 kilos (4.85 lbs)! 

It is not just easy to mount. It is easy for the user of the bench to operate 
and move around the bench. Bench operators typically conduct repetitive 
inspections for long hours on a daily basis. Now they have the luxury of 
working with a super light product. 

Galaxy is also compact in size with 7.87 inches (20 cm) long, 5.9 inches 
(15 cm) wide and 1.6 inches (4.1 cm) high. The user can choose to expand the 
area that needs to be covered by connecting together up to six Galaxy lights 
(72 LEDs). Galaxy offers an intensity of 7 000 µW/cm2 at 38 cm and is filtered 
to emit almost no visible light – 1 Lux / 0.09 Foot Candle (380-780 nm).

Each Galaxy consists of 12 LEDs offering a very even beam. It is also 
equipped with a white light LED for after inspection. Each LED has an 
estimated life of 30 000 hours.

This powerful stationery overhead light designed for Non-Destructive 
Testing offers numerous useful features such as: 

(a) Dimmer – the UV light can be dimmed down up to 20% of its 
full capacity and intensity varying from 1 500 µW/cm2 to 7 000 µW/cm2 

depending on your needs; 
(b) Timer – unnecessary burning time is avoided through a timer (five 

steps: 0.5h,1.0h, 2.0h,4.0h,8.0h); 
(c) Cooling system – The heat generated from the LEDs is managed via a 

mechanical cooling system – no fans necessary!; 
(d) Remote control – used to remotely operate the dimmer of the UV 

light, the white light and the timer; 
(e) Modular design – able to connect up to six units together. One Mother 

unit can operate maximum three units. If you connect more than tree units, 
two Mother units are required.

Full power is achieved instantly with the start button. The Galaxy is 100% 
free from UV-B and the LEDs emit almost no visible light due to a white 
light block filter. It is compliant with ASTM UV-A intensity and wavelength 
specifications for FPI and MPI. IP65 approved for dust and water jet.

New Product!leD benCH liGHt GalaXY
As light as it gets!
Supersize it – choose from 12 up to 72 LEDs

3 GALAXY  
MountEd toGEtHEr 

6 GALAXY  
MountEd toGEtHEr 

BEncH LiGHt GALAXY
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leD: 12 up to 72
Wavelength: 365 nm (peak)
estimated leD life time:  
30 000 hours
100% free from UV-b
White light block filter
intensity: 1 500–7 000 µW/cm2 
at 38 cm
Visible light: <1 lux  
(0.09 fc)

length: 7.87 inches (20 cm)
Width: 5.9 inches (15 cm)
Height: 1.6 inches (4.1 cm)
Weight: 2.2 kilos (4.85 lbs)
Modular design: 1–6 units
Dimmer: 5 steps
timer: 5 steps
Cooling system: Mechanical 
without fan
remote control
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BiGBEAM in cASE 

A large beam, compact size and light weight provide the key characteristics 
to the perfect portable UV tool. BigBeam has it all! 

The Labino BigBeam is designed to provide its users with a smooth and 
large light beam. This hand held lamp is based on LED technology and 
offers you very narrow spectra with a peak wavelength of 365 nm. Each unit 
consists of 9 LEDs offering a very even beam. Each LED’s life is estimated at 
30,000 hours. All electronics as well as LEDs are placed in a single housing 
with the diameter not exceeding 6.1 inches (15.5 cm). 

This product is available as Battery and Mains (DUO) or just Mains. The 
DUO is battery operated, but it is possible to run the unit via mains while 
charging the battery. The battery has a running time of 2.5 hours (+/- 5%). 
Each DUO unit is equipped with a current regulator to keep the intensity 
steady when the battery fades. The mains model is equipped with a 2 meter 
long extendable cord. Total weight of the DUO model is 1.7 kilos (3.74 lbs) 
and of the Mains model is 1.2 kilos (2.64 lbs). 

BigBeam compact size and light weight makes it easy to use around 
complex inspection areas but also on benches. The start function provides 
full power instantly. Both models come with a pistol handle. 

BigBeam is 100% free from UV-B. Each BigBeam is equipped with a white 
light block filter which helps the lamp emitting almost no visble light. It is 
compliant with ASTM UV-A intensity and wavelength specifications for FPI 
and MPI. IP65 approved for dust and water jet. 

BigBeam is available in two different beams, Floodlight and Midlight. 
bigBeam is also available on a cable winder for your convinience.

BiGBEAM iS AVAiLABLE in tWo diffErEnt BEAMS

BigBeam

floodlight Midlight

intensity *  >3 500 µw/cm² >6 000 µw/cm²

Visible light * <1 Lux / 0.09 fc <1 Lux / 0.09 fc

Beam  
>1 200 µW/cm2 * 310 mm 270 mm

B
iG

BEA
M

 LEd

BiGBEAM BAttErY (duo)

BiGBEAM MAinS

biGbeaM leD
Large beam, compact size and light weight = prefection! 
Midlight or Floodlight • Battery and/or Mains operated

***For accurate orders please indicate to your distributor your 
choice of Model (Mains or Duo), beam (Midlight or Floodlight) 
and the country to be used in***

leD: 9
Wavelength: 365 nm (peak)
estimated leD life time:  
30 000 hours
100% free from UV-b
White light block filter
Power supply:  
battery and Mains (DUo) or just 
Mains (aC)

Housing diameter:  
6.1 inches (15.5 cm)

Weight DUo: 1.7 kilos (3.74 lbs)

Weight Mains: 1.2 kilos (2.64 lbs)

battery running time:  
2.5 hours (+/- 5%)

* At a distance of 38 cm (15 inches)
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The Labino UVG2 is a small-sized, lightweight, UV-A LED torch designed 
for quick inspections in “hard-to-reach” spots. The Labino UVG3 is the 
same torch equipped with a unique filter for applications where the amount 
of visible light is critical. This filter eliminates the white light from the lamp 
and reduces the glare reflected from aluminum when you use the lamp along 
with UV block goggles. 

Both torches reach full power instantly. Therefore, the on/off button is 
positioned at the back of the lamp to prevent accidental activation. The 
length of the lamp is 6.3 inches (15.9 cm) and weighs 211 grams (7.4 oz), 
including battery. The torch contains one ultraviolet light emitting diode 
(LED) that peaks at 365 nm. The life of each LED is estimated at 30,000 
hours. The battery has a running time of 3 hours (+/- 5%) and can be 
recharged from a normal outlet or vehicle. The torch is also equipped with a 
current regulator that keeps the UV intensity constant even when the battery 
fades. Certifications: IP65 approved for dust and temporary water jet.

coMPAriSon of intEnSitY  
And ViSiBLE LiGHt in uVG2 And uVG3

uVG2 uVG3

Spotlight Midlight floodlight Spotlight Midlight floodlight

intensity * >25 000 
µw/cm²

>10 000 
µw/cm²

 >2 500 
µw/cm²

>20 000 
µw/cm²

>8 000 
µw/cm²

>2 000 
µw/cm² 

Visible light * <8 Lux / 
1.86 fc

<5 Lux / 
0.46 fc

<2 Lux / 
0.18 fc

<1 Lux / 
0.09 fc

<1 Lux / 
0.09 fc

<1 Lux / 
0.09 fc

Beam  
>1 200 µW/cm2 * 30 mm 100 mm 130 mm 30 mm 100 mm 130 mm

Available as a kit with a customized carrying case for your convinience and 
to protect the lamp, see page 10.

leD torCHes
Small and light
Spotlight, Midlight or Floodlight

LEd
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***For accurate orders please indicate to your distributor your choice of beam 
(Spotlight, Midlight or Floodlight), type of torch (UVG2, UVG3 or White light) 
and the country to be used in***

leD: 1
Wavelength: 365 nm 
(peak)
estimated leD life time:  
30 000 hours
100% free from UV-b
Clear glass filter or  
white light block filter
length: 6.3 inches  
(15.9 cm)
Weight: 211 grams (7.4 oz)
battery running time:  
3 hours (+/- 5%)
recharge from normal 
outlet or vehicle
Current regulator

uVG2 
(cLEAr GLASS fiLtEr)

uVG3 
(WHitE LiGHt BLocK fiLtEr)

* At a distance of 38 cm (15 inches)
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dESiGn Your oWn uVG Kit – SinGLE or douBLE torcH
You can design your own kit based on your needs. Choose one or two 
torches in your kit. The Single Torch UVG LED kits contain the torch of 
your choice, one UVG2 LED torch or one UVG3 LED torch with your choice 
of Spotlight, Midlight or Floodlight; one Charger for use from electrical 
outlet; one Charger for use in vehicle via cigarette lighter connection; Two 
batteries (1+1 extra); A belt holster; A carrying case; and UV Block glasses 
(only included in the single kit). 

The double Torch UVG LED kit can combine one UVG2 LED torch and 
one UVG3 LED torch with the beam of your choice (Spotlight, Midlight or 
Floodlight ) OR two UVG2 LED torches with the beams of your choice OR 
two UVG3 LED torches with the beams of your choice. All other accessories 
are the same as with the single kit including an extra battery (3 in total for 
double kits).

Add A WHitE LiGHt torcH
The Labino white light torch is a small-sized, lightweight, white light torch. 
This torch is perfect for general industrial post inspection use. It is equipped 
with one LED. The LED creates more than 10 000 Lux (930 fc) at a distance 
of 1 meter (39.37 inches). The lamp is 6.3 inches (15.9 cm) long and weighs 
211 gram (7.4 oz), including battery. At full charge the battery provides up 
to 4 hours of use. Recharge from a normal outlet or vehicle with included 
chargers.

Design your own UVG plus White light kit: Combine your own Labino 
Torch kit based on your needs. The combination kit contains the torch of 
your choice, one UVG2 LED torch or one UVG3 LED torch with your choice 
of Spotlight, Midlight or Floodlight, combined with the Labino White 
light torch in a high quality water proof case. Additional items include one 
charger for use from electrical outlet; one charger for use in vehicle via 
cigarette lighter connection; three batteries (2+1 extra); a belt holster; and a 
carrying case.
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uVG douBLE Kit

uVG SinGLE Kit

Kits WitH leD torCHes
Design your own kit based on your needs and protect  
your equipment with a carrying case

***For accurate orders please indicate to your distributor your choice of beam 
(Spotlight, Midlight or Floodlight), kit (Optional: Double or Single), type of 
torch(es) (UVG2, UVG3, White light) and the country to be used in***
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LEd HEAd LiGHtSThe Labino UVG4 is a LED Head Lamp designed to free the user’s hands 
during an inspection. The lamp can be adjusted in three different angles. 
The operator can switch the angles of the light during the inspection. The 
rubber bands are adjustable and fit helmets as well as heads. The battery is 
located in the back of the structure and there are no cables hanging from 
the lamp. The Labino UVG5 is the exact same lamp equipped with a unique 
filter for applications where the amount of visible light is critical. This filter 
eliminates the white light from the lamp and reduces the glare reflected from 
aluminum when you use the lamp along with UV block goggles.

Both UVG4 and UVG5 reach full power instantly. The on/off button is 
positioned at the back of the lamp to prevent accidental activation. Each 
head light weights 271 grams (9.4 oz). The lamp contains one ultraviolet light 
emitting diode (LED) that peaks at 365 nm. The life of each LED is estimated 
at 30,000 hours. The battery has a running time of 3 hours (+/- 5%) and can 
be recharged from a normal outlet or vehicle via cigarette lighter connection. 
The lamp is also equipped with a current regulator that keeps the UV 
intensity constant even when the battery fades. Each unit comes with an 
extra battery. 

The Labino Head Light is also available as white light. This small but 
powerful tool creates more than 10,000 lux (930 foot Candles) within a 
distance of one meter. The distribution angle is spotlight.

coMPAriSon of intEnSitY And ViSiBLE LiGHt  
in uVG4 And uVG5

uVG4 uVG5

Spotlight Midlight Spotlight Midlight

intensity * >25 000 µw/cm² >10 000 µw/cm² >20 000 µw/cm² >8 000 µw/cm²

Visible light * <8 Lux /  
1.86 fc

<5 Lux /  
0.46 fc

<1 Lux /  
0.09 fc

<1 Lux /  
0.09 fc

Beam >1 200 
µW/cm2 * 30 mm 100 mm 30 mm 100 mm

leD HeaD liGHts
Adjustable and light frees your hands during inspection!
Spotlight or Midlight

***For accurate orders please indicate to your distributor your choice of 
beam (Spotlight or Midlight), type of lamp (UVG4, UVG5 or White light) 
and the country to be used in***

BAttErY BoX

HEAdLiGHt BAttErY  
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leD: 1
Wavelength: 365 nm 
(peak)
estimated leD life time:  
30 000 hours
100% free from UV-b
Clear glass filter or  
white light block filter
Weight: 271 grams (9.4 oz)
battery running time:  
3 hours (+/- 5%)
recharge from normal 
outlet or vehicle
Current regulator

* At a distance of 38 cm (15 inches)
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Labino MPXL lamps are available with a variety of features to give operators 
of black lights the opportunity to choose what best suits their needs. The 
choice of a model depends on the conditions under which an operator is 
using these lamps. Does an inspection need to cover small areas or large 
areas? Does it involve difficult structures and therefore a lighter lamp is 
required? Do they simply need more power or less power can suffice? We can 
accommodate all needs! Simply choose among the available features below.

Labino MPXL lights utilize 50 W and 35 W lamps. Depending on the 
model, choose between battery operated or mains operated or choose both 
(SuperXenon). Labino’s new model, the SuperXenon, can carry a powerful 
50 W lamp generating very high intensity and the docking battery can be 
switched into mains, two separate power supplies. Most models are less than 
3 kg and are available with your choice of “no handle” (for easy mounting 
on benches or other areas), a “top handle” or a “pistol handle”. All Labino 
MPXL models are available with spotlight, midlight or floodlight beam. 
Voltage can be adjusted for use anywhere in the world. To protect your 
equipment we recommend you purchase a carrying case for your lamp.

UV is dangerous – doń t forget to protect yourself. UV block goggles are 
included in all MPXL lights. You can also purchase faceshields for better 
protection (see page 16).

labino MPXl laMPs
More power, less weight and easy to operate designs to make  
your job easier and more efficient

Available features SuperXenon New! compact duo trAc Light trAc Light Pro

50W 3

35W 3 3 3 3 3

one housing 3 3 3

two housings 
(luminary / ballast)

3 3

Weight Mains 1.4 kg  
Battery 1.9 kg

2.25 kg Luminary part 1.2 kg 
Ballast part 1.5 kg

2.32 kg Luminary part 1.1 kg 
Ballast part 2.4 kg

no handle 3 3 3 3 3

top handle 3 3 3 3 3

Pistol handle 3 3 3 3 3

Battery 3 3 3

Mains 3 3 3

Spotlight intensity * 45 000 µW/cm2 (35 W) 
60 000 µW/cm2 (50 W) 

45 000 µW/cm2 45 000 µW/cm2 45 000 µW/cm2 45 000 µW/cm2

Midlight intensity * 12 000 µW/cm2 (35 W) 
17 000 µW/cm2 (50 W)

12 000 µW/cm2 12 000 µW/cm2 12 000 µW/cm2 12 000 µW/cm2

floodlight intensity * 4 000 µW/cm2 (35 W) 
5 800 µW/cm2 (50 W)

4 000 µW/cm2 4 000 µW/cm2 4 000 µW/cm2 4 000 µW/cm2

Spotlight beam  
>1 200 µW/cm2 *

125 mm (35 W) 
140 mm (50 W)

125 mm 125 mm 125 mm 125 mm

Midlight beam  
>1 200 µW/cm2 *

200 mm (35 W) 
230 mm (50 W)

200 mm 200 mm 200 mm 200 mm

floodlight beam  
>1 200 µW/cm2 *

250 mm (35 W) 
290 mm (50 W)

250 mm 250 mm 250 mm 250 mm

100 V – 230 V 3 3 3 3 3

Available as kit 3 3 3 3 3

* At a distance of 38 cm (15 inches)
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SXH (toP HAndLE)

New Product!

Labino SuperXenon 50 W UV lamp is based on MPXL technology and is 
one of the most powerful handheld UV lamps on the market! The 50 W 
Xenon bulbs generate an extremely high UV intensity, providing a very 
clear excitation of fluorescent material. This lamp makes it possible to search 
very large areas. You can use a floodlight reflector and still see excitations in 
daylight and at great distances. 

The Labino SuperXenon lamp contains the electronics and bulb in a single 
housing and is available with no handle (SXNH), a pistol handle (SXPH) as 
well as a top handle (SXH). This product can be operated by two different 
power systems – battery as well as via a power supply unit (PSU). The PSU 
model weighs just 1.4 kilos (3.1 lbs) and the battery operated model weighs 
1.9 kilos (4.2 lbs). The battery is a docking battery. You can easily replace to a 
new battery and charge the used one. You can also switch between a battery 
and mains power supply unit (PSU) on the same lamp by switching the 
docking devices – both fit to the same lamp. The mains model is equipped 
with a 2.8 meter (9 feet) long extendable cord. The Labino SuperXenon is 
also available with a 35 W UV bulb.

Both models are available in three important distinctions – floodlight, 
midlight or spotlight, each giving different beams and intensities. Each 
lamp obtains full power in 5-15 seconds and can be switched on and off 
whenever used, without pre-cooling. It is unaffected by magnetic fields and 
can be used outdoors, even in the rain, as the lamp is IP65 certified. Labino 
SuperXenon are available with a handle of your choice – top, pistol or no 
handle (add a mounting bracket instead). Available with a carrying case. 

The SuperXenon is equipped with the same filter, filter frame, reflectors 
and pistol handle as the 135-series.

coMPAriSon of intEnSitY And ViSiBLE LiGHt in 
SuPErXEnon uV 50 W And SuPErXEnon uV 35 W

SuperXenon uV 50 Watt SuperXenon uV 35 Watt

Spotlight Midlight floodlight Spotlight Midlight floodlight

intensity * >60 000 
µw/cm² 

>17 000 
µw/cm² 

>5 800 
µw/cm² 

>45 000 
µw/cm² 

>12 000 
µw/cm² 

>4 000 
µw/cm² 

Visible light * <13 Lux / 
1.3 fc

<5 Lux / 
0.5 fc

<2 Lux / 
0.2 fc

<10 Lux / 
1.0 fc

<3 Lux / 
0.3 fc

<2 Lux / 
0.2 fc

Beam >1 200 
µW/cm2  * 140 mm 230 mm 290 mm 125 mm 200 mm 250 mm

sUPerXenon  
UV 50 W or UV 35 W
A light handheld device producing an extremely high intensity
Spotlight, Midlight or Floodlight • 50 W or 35 W • Battery or Mains 

***For accurate orders please 
indicate to your distributor 
your choice of Model 
(Battery or PSU or both), 
beam (Spotlight, Midlight or 
Floodlight), and the country to 
be used in***

SXnH (no HAndLE)

SXPH (PiStoL HAndLE)
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Power: 50 W or 35 W
Wavelength: 365 nm (peak)
estimated bulb life time:  
2 000 hours
Power supply:  
battery or Mains (aC)
length: 25 cm (9.8 inches)
Housing diameter: 15.5 cm  
(6.1 inches)

Weight Mains: 1.4 kilos (3.1 lbs)
Weight battery: 1.9 kilos (4.2 lbs)
battery running time:  
1 hours (+/- 5%)
Current regulator
top handle, no handle or  
Pistol handle

* At a distance of 38 cm (15 inches)
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35 W

coMPAct 135 uV
(MountinG BrAcKEtS)

coMPAct H135 uV
(toP HAndLE)

Labino Compact and Duo UV lamps are based on MPXL technology and are 
operated via mains. These 35 W UV lamps carry a very high UV intensity, 
creating extreme excitation of fluorescent material, which makes it possible 
to see things, in daylight and at great distances. The Labino Compact lamp 
contains the trigger ballast (electronics) and bulb in a single housing, 
making it easier for the operator to use and move around large inspection 
areas – it weighs 2.25 kilos (5 lbs). 

The Labino Duo is a two-part lamp consisting of a light weight luminary 
unit and a ballast (electronics) unit. The luminary unit weighs just 1.2 kilos 
(2.6 lbs) and works best for time consuming and repetitive inspections 
within the same location. The ballast unit weighs 1.5 kilos (3.3 lbs). This 
product is accompanied with two cables, a 3.0 meter cable that connects the 
luminary unit with the ballast unit and a 2.0 meter cable for the mains. 

Both models are available in three important distinctions – floodlight, 
midlight or spotlight, each giving different beams and intensities. Each lamp 
obtains full power in 5-15 seconds and can be switched on and off whenever 
used, without pre-cooling. It is unaffected by magnetic fields and can be 
used outdoors, even in the rain, as the lamp is IP65 certified. 

Compact and DUO are both available with a handle of your choice – top, 
pistol or no handle (add mounting brackets instead, see page 16). 

intEnSitY And ViSiBLE LiGHt in coMPAct & duo

Labino compact & duo

Spotlight Midlight floodlight

intensity * >45 000 µw/cm² >12 000 µw/cm² >4 000 µw/cm² 

Visible light * <10 Lux / 1.0 fc <3 Lux / 0.3 fc <2 Lux / 0.2 fc

Beam  
>1 200 µW/cm2 * 125 mm 200 mm 250 mm

CoMPaCt anD  
DUo UV 35 W
High intensity and great convinience
Spotlight, Midlight or Floodlight • 35 W • Mains operated

***For accurate orders please indicate to your distributor your choice of beam 
(Spotlight, Midlight, Floodlight), handle (top handle, pistol handle, or no 
handle) and the country to be used in***

coMPAct PH135 uV
(PiStoL HAndLE)

duo S135 uV
(MountinG BrAcKEtS)

duo oSH135 uV
(toP HAndLE SHort)

duo PS135 uV 
(PiStoL HAndLE SHort)

Power: 35 W
Wavelength: 365 nm (peak)
estimated bulb life time:  
2 000 hours
Power supply:  
Mains operated
length Compact:  
24 cm (9.4 inches)
length DUo:  
 luminary: 15 cm (5.9 inches) 
 ballast: 19 cm  (7.5 inches)

Housing diameter: 15.5 cm  
(6.1 inches)
Weight Compact:  
2.25 kilos (5 lbs)
Weight DUo:  
 luminary 1.2 kilos (2.6 lbs) 
 ballast 1.5 kilos (3.3 lbs)
top handle, no handle or  
Pistol handle

* At a distance of 38 cm (15 inches)
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trAc LiGHt

Labino TrAc Light and TrAc Light PRO are based on MPXL technology and 
are battery operated. Each unit is equipped with a 35 W lamp that creates a 
very robust UV intensity. 

The Labino TrAc Light lamp contains the trigger ballast (electronics), 
battery and bulb in a single housing. The light weight characteristic of this 
product – 2.32 kilos (5.1 lbs) – as well as the advantage of battery operation, 
removes any constraints to the user who can move freely around large 
inspection areas, up and down ladders and difficult structures. The battery 
has a running time of 1.3 hours and each unit is equipped with a current 
regulator to keep the intensity stable when the battery fades.

The Labino TrAc Light PRO is a two-part lamp consisting of a light weight 
luminary unit and a ballast (electronics) unit. The luminary unit weighs just 
1.1 kilos (2.4 lbs) and the ballast unit weighs 2.4 kilos (5.3 lbs). The battery 
has a running time of 2.5 hours, almost twice as much as the TrAc Light. 

Both models are available in three important distinctions – floodlight, 
midlight or spotlight, each giving different beams and intensities. Each lamp 
obtains full power in 5-15 seconds and can be switched on and off whenever 
used, without pre-cooling. It is unaffected by magnetic fields and can be 
used outdoors, even in the rain, as the lamp is IP65 certified. Labino TrAc 
Light and TrAc Light Pro are both available with a handle of your choice – 
top, pistol or no handle (add mounting brackets instead, see page 16). 

intEnSitY And ViSiBLE LiGHt in  
trAc LiGHt & trAc LiGHt Pro

Labino trAc Light & trAc Light Pro

Spotlight Midlight floodlight

intensity * >45 000 µw/cm² >12 000 µw/cm² >4 000 µw/cm² 

Visible light * <10 Lux / 1.0 fc <3 Lux / 0.3 fc <2 Lux / 0.2 fc

Beam  
>1 200 µW/cm2 * 125 mm 200 mm 250 mm

traC liGHt anD traC 
liGHt Pro UV 35 W
High intensity and portability!
Spotlight, Midlight or Floodlight • 35 W • Battery operated

***For accurate orders please indicate to your distributor your choice of beam 
(Spotlight, Midlight, Floodlight), handle (top handle, pistol handle, or no 
handle) and the country to be used in***

trAc LiGHt Pro
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35 W

trAc LiGHt  
in cASE

trAc LiGHt Pro 
in cASE

Power: 35 W
Wavelength: 365 nm (peak)
estimated bulb life time:  
2 000 hours
Power supply: battery
length trac light:  
24 cm (9.4 inches)
length trac light Pro:  
 luminary: 15 cm (5.9 inches) 
 ballast: 19 cm  (7.5 inches)
Housing diameter: 15.5 cm  
(6.1 inches)

Weight trac light:  
2.32 kilos (5.1 lbs)
Weight trac light Pro: 
 luminary 1.1 kilos (2.4 lbs) 
 ballast 2.4 kilos (5.3 lbs)
trac light battery running 
time:1.3 hours (+/- 5%)
trac light Pro battery running 
time: 2.5 hours (+/- 5%)
Current regulator
top handle, no handle or  
Pistol handle

* At a distance of 38 cm (15 inches)
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aCCessories aVailable for 
eaCH liGHt

Accessories MPXL Lights LEd BigBeam LEd MidBeam LEd torches LEd Head 
Lights

uV Block Visor 

3 3 3 3 3

uV Block Goggles Santa 
cruz

3 3 3 3 3

uV Block Goggles 
Armamax *

3 3 3 3 3

uV Block Goggles Xc

3 3 3 3 3

Belt Holster

3

friction Arm

3 3 3

tripod 

3

Mounting Yolk and 
Brackets for stationary 
mounting 3 3

cable Winder

3

Protection clear Glass 
filter 3 3

customized carrying 
case

3 3 3 3

* included with all MXPL Lights, Galaxy, BigBeam and MidBeam
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Labino Apollo Radiometer and Photometer is an instrument for accurate 
measurement of UV-A irradiation and visible illumination. Extra 
engineering effort is taken to make an accurate measurement of visible light 
emission from a UV-A lamp by incorporating a superior band pass filter 
stack containing only non-fluorescent filters. The instrument provides fast 
measurement as it offers auto ranging and concurrent measuring of visible 
light and UV-A irradiation. 

coMPAct & LiGHt
The Apollo Meter is ergonomic and easy to use due to its light weight chassis, 
separate cable connected sensor unit and compact size.
•	 Dimensions	Meter:	168x74x35mm
•	 Dimensions	Sensor:	96x47x24mm
•	 Total	weight,	including	sensor:	350	gram	(12.3	oz)
•	 Sensor	cable	length:	1	meter	(39	inches)

dESiGnEd for non dEStructiVE tEStinG
The Apollo meter is engineered for use in Non Destructive Testing. The 
visible light sensor is specially designed to measure visible light at short 
wavelengths (near UV) and starts measuring at 380 nm. The spectral 
sensitivity of the Apollo visible light sensor closely relates to the reception 
of the human eye (CIE Standard Observer). The visible light sensor has got a 
non-fluorescent silicone photodiode.

AccurAtE And rELiABLE
The visible light meter is extremely accurate as it is designed according to 
the CIE Standard Observer. The sensor is designed without any fluorescent 
filters and the sensor is a non-fluorescent silicone photodiode. 
•	 Accuracy	Visible	light:	+/-	3	%
•	 Accuracy	UV	light:	+/-	4	%

EASY to oPErAtE
The back light in the display comes on automatically when measuring in a 
dark area and it provides an auto ranging for both visible light and UV light. 
The meter features both hold and peak functions. 
•	 Hold	function:	Push	“hold	button”	to	store	the	value
•	 Peak	function:	The	sensor	automatically	stores	the	highest	value	measured

LoW EnErGY – LonG BAttErY LifE
Due to the low energy required to operate the instrument the batteries  
lasts long.  
•	 Running	time	without	using	back	light:	Approximately	350	hours
•	 Running	time	using	the	back	light:	Approximately	35	hours
•	 Standby	life	time:	Minimum	1	year

aPollo Meter
Radiometer and Photometer in one instrument  
– small enough to fit in a pocket

lCD display 
automatic back light 
High contrast  
lCD 2 x 16 character 
alphanumeric display
read update: 1.7 Hz
sampling rate: 15 Hz
Units: Provides 
measurements in both 
metric (lux) and imperial 
(foot candle)
UV-a sensor 
 spectral range:  
 315-390 nm*  
 Measurement range:  
 1-100 000 µw/cm2  
 (0.01-1000w/m2)
Visible light sensor 
 spectral range:  
 380-700 nm**  
 Measurement range:   
 0.1-5000 lux  
 (0.009-464.5 fc)
battery operated: 
2 x 1.5 V r6 (aa battery) 
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New Product!

rAdioMEtEr/PHotoMEtEr 
APoLLo

*Complies with ISO 3059, ASTM E1444 and E1417
**Complies with CIE Standard Observe
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LabinOil dye is a florescent dye and should be used with petroleum based 
lubricants. The fluorescence in the LabinOil is a reaction that is activated by 
irradiating with UV-light. You neither need to clean the engine before or 
after the engine leakage test, nor to empty the engine oil.

Labino UVG2 Spotlight Torch is a powerful LED light source used 
together with LabinOil and it aids to activate such reaction. 

The kit includes six 25 ml bottles of LabinOil dye and one UVG2 
Spotlight LED torch (specifications on page 9) as well as accessories (two 
chargers including vehicle charger, UV block goggles, belt holster and three 
batteries) and a carrying case. 

The LabinOil dye can be purchased in different volumes:
- 25 ml (six bottles in one package)
- 1 litre
- 5 litre
- 25 litre
Other sizes are also available upon reguest. Please contact your 

distributor for a quote.

labinoil DYe 
Leak detection made fast and easy!
A complete leak detection kit with fluorescent dye and UV torch

uVG2 SPotLiGHt 
torcH

LABinoiL 1 LitrE

LA
B
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o

iL d
Y

E 

LABinoiL dYE Kit

6 BottLES 
LABinoiL 25 ML
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DistribUtor list
nortH AMEricA

CANADA
aVofiX nDt ltD. (service Center)
7490 bath road
MississaUGa l4t 1l2 , ontario
tel: +1 9 056 774 430 
fax: +1 9 056 775 440
www.avofix.com

CanaDian nDe teCH. 
Toronto Office
124 skyway avenue
toronto, ontario, M9W 4Y9
tel: +1 416 213 8000 
fax: +1 416 213 8004
1140 rue leger

Quebec Office
ValleYfielD, Quebec J6s 5b9
tel: +1 450 373 8580 
fax: +1 450 373 6297
www.candet.ca

QUalitY nDe (service Center)
Quebec Office
164 st-jean baptiste
MerCier, Quebec J6r 2C2
tel: +1 450 691 9090 
fax: +1 450 691 6101

Ontario Office
275 sheldon Drive, Unit 3
CaMbriDGe, ontario n1t 1a3
tel: 519-894-9069 
fax: 519-622-9413
www.qualitynde.com

nDt Visions inC. 
Montreal Office
8100 trans Canada Highway
suite K, bay 25
st-laUrent, QC H4s 1M5
tel: 514-745-2445
faX: 514-745-2440
www.ndtvisions.com

Alberta Office
41, 4612-62 street
reD Deer, ab t4n 6t3
tel: 403-342-7777
faX: 403-342-7711

UNITED STATES OF AMERICA
berG enG. & sales, Co. inc. 
(service Center)
3893 industrial ave.
rollinG MeaDoWs, il 60008
tel: +1 847 577 3980 
fax: +1 847 577 0474
www.bergeng.com

eastern nDt (service Center)
1404 City Point rd.
HoPeWell, Va 23860
tel: +1 804 458 1661 
fax: +1 804 458 1780
www.easternndt.com

feole teCHnoloGies inC.
2220 Plainfield Pike
Cranston r.i. 02921
tel: +1 401 943 3141 
Cell: +1 401 640 9579 
fax: +1 401 942 5322
www.feole.com

HoCKer inCorPorateD 
(service Center)
13402 Weiman road
HoUston, tX 77041
tel: +1 713 464 5829 
fax: +1 713 464 3192
www.hockerinc.com

MaGWerKs
501 Commerce Dr.
DanVille, in 46122
tel: +1 317 241 8011
fax: +1 317 241 8015
www.magwerks.com

MPM ProDUCts
California Office (Service Center)
1718 east Grevillea Court
ontario, Ca 91761
Phone: 909.947.8464
toll free: 800.429.0128
fax #: 909.947.3257
www.mpmproducts.com

MPM Texas Office
415 lillard road
arlinGton, tx 76012
Phone: 817.261.5566
toll free: 800.262.5567
fax #: 817.261.5555

MPM Oregon Office
6521-b southeast Crosswhite Way
PortlanD, or 97206
Phone: 503.775.0400
fax #: 503.775.0200

MPM Utah Office
1596 West 2650 south Unit 104
oGDen, Ut 84401
Phone: 801.392.5008
fax #: 801.392.5199

MPM Minnesota Office
10305 West 70th street
eDen Prairie, Mn 55344
Phon 918 740-0290

neWCo inC. (service Center)
2811 West Palmetto street
florenCe, sC 29501
tel: +1 843 669 2988 
fax: +1 843 664 0197
www.newcoinc.com

test eQUiPMent Dist. llC.
CUstoMer Care Center
(service Center)
1959-D Parker Court
stone MoUntain, Georgia 30087
toll free: +1 800 962 1788 
tel: +1 770 978 0083 
fax: +1 770 978 0115
www.tedndt.com

TED Michigan Office
1370 Piedmont
troY, Michigan 48083-1917

TED California Office
1844 West 11th (Unit e)
UPlanD, California 91786

TED Portland Office
5476 s.e. international Way
MilWaUKie, or 97222

TED Georgia Office
1959-D Parker Court
stone MoUntain, Georgia 30087

TED New Jersey Office
220 West Parkway (Unit 11b)
PoMPton Plains,  
new Jersey 07444-1060

TED Utah Office
3072 south 300 West
salt laKe CitY, Ut 84115

Qsa 
Baton Rouge Office
6765 langley Drive
70809 baton rouge, la
tel: +1 225 751 5893
fax: +1 225 756 0365

Houston Office (Service Center)
3200 awesome lane laPorte,
tX 775 71
tel: +1 713 944 32 00
fax: +1 713 944 38 00
www.sentinelndt.com

EuroPE
AUSTRIA
Mittli
Hegergasse 7
1030 Wien
tel: +43 1 798 66 11 0 
fax: +43 1 798 661 131
www.mittli.at

BELGIUM
CHielens bVba
adelaarstraat 8
9051 Gent
tel: +32 9 222 22 60 
fax: +32 9 222 60 48
www.chielens.be

saDeCHaf
Campus blairon 30
b-2300 tUrnHoUt
tel: +32 14 41 11 19 
fax: +32 14 43 98 33
www.sadechaf.be

BULGARIA
neXUs
P.o. box 50
1330 sofie
tel: +359 8 885 509 74 
fax: +359 2 971 83 74
www.nexus-bg.com

CROATIA
iDef (service Center)
Kranjceviceva 30
10000 ZaGreb
tel: +385 1 364 663 7 
fax: +385 1 364 663 5
www.idef.hr/kontakt.htm

CZECH REPUBLIC
enerGoserVis sPol 
(service Center)
Dukelska 1111
43001 CHoMUtoV
tel: +420 474 628 954 
fax: +420 474 628 954
www.defektoskopie.cz

DENMARK
foXDal nDt (service Center)
Gadagervej 15
DK-2620 albertslUnD
tel: +45 4364 4300 
fax: +45 4364 4307
www.foxdal.com

FINLAND
sintrol (service Center)
ruosilantie 15
00390 HelsinKi 
tel: +358 9 5617 360 
fax: +358 9 5617 3680
www.sintrol.fi

FRANCE
CeGeleC sa
tsa 30000
72, avenue de la liberté
927 39 nanterre CeDeX
tel: +33 1 69 88 67 67 
fax: +33 1 69 88 67 68
www.ndt.cegelec.com

GERMANY
ab anGeliKa bUsCH e.K. 
(service Center)
brummgasse 18
97877 WertHeiM
tel: +49 9342 8561 0 
fax: +49 9342 8561 60
 www.ab-busch.de

HUNGARY
GriMas Kft.
Pulí sétány 2-4
1214 bUDaPest
tel +361 420 5883 
fax +361 276 0557
www.grimas.hu

ITALY
C.G.M. CiGieMMe s.P.a.
Via adda 21
20090 oPera (Mi)
tel: +39 02 57 600 400 
fax: +39 02 57 603 618
www.cgm-cigiemme.it

LITHUANIA
Uab VeGastel
Pavasario str. 41-72 
lt-89162 MaZeiKiai
tel: +370 443 21389 
fax: +370 443 21383
www.vegastel.eu

NETHERLANDS
MatCon
insulindeweg 15
nl-1462 MJ MiDDenbreeMster
tel: +31 299 684 468
fax: +31 299 684 374
www.matcon.com

NORWAY
HolGer teKnoloGi as 
(service Center)
P.o.box 122 Holmlia
1202 oslo
tel: +47 23 1694 60 
fax: +47 22 6110 30
www.holger.no

POLLAND
nDt sYsteM
ul. s. twardowskiego 21
01643 WarsZaWa
tel: +48 228 325 030 
fax: +48 22 8339 677
www.ndt-system.com.pl

PORTUGAL
WelDnDt 
rua bartolomeu Velho nº 689 – Hab 63
4150-124 Porto
tel: +351 618 179939423
fax: +351 618 1799
www.weldndt.pt

ROMANIA
total Control srl
Calea Calarasi nr 38 (b)
ro-030624 bUCHarest 3
tel: +4031 4256155 
fax: +4021 2123151
www.tcontrol.ro

naMiCon
str. emil racovita
35-39, Vila aD 01
077190 VolUntari, jud. ilfoV
tel: + 40 21 528 0151 / 0152
fax: + 40 21 528 0150
www.namicon.com

RUSSIA
eXPert nK (service Center) 
altufevskoe shosse, d. 41a
127410, MosKVa
tel. +7(495) 660-94-49
fax. +7(495) 660-94-49
www.expertnk.ru
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SLOVAKIA
sloVCert
Podunajská 36
821 07 bratislaVa, slovakia 
tel: +421 2 455 257 09/710
fax: +421 2 456 421 82/183
www.slovcert.sk

SLOVENIA
litostroJ
litostrojska 50
si -1515 lJUblJana
tel: +386 1 5824 100 
fax: +386 1 5824 41 76

SPAIN
Utiles Y MÁQUinas inDUstriales 
s.a. (service Center)
Bilbao Office
c/ José M. Ugarteburu, 2
48007 bilbao
tel: +34 944 46 62 50 
fax: +34 944 46 05 41
www.umi.es

Madrid Office 
avda de Madrid 43 local
28850 torreJon De arDoZ
tel: +34 90 210 70 20 
fax: +34 91 678 43 66
www.umi.es

SWEDEN
ab KontrollMetoD 
(service Center)
södra långebergsgatan 18
421 32 VÄstra frÖlUnDa
tel: +46 31 748 52 50 
fax: +46 31 748 52 60
www.kontrollmetod.se

Karl DeUtsCH norDisKa 
allmogeplatsen 33
724 80 VÄsterÅs
tel: +46 21 35 70 00 
fax: +46 21 35 90 10
www.kdn.se 

SWITZERLAND
fisCH UnD Partner aG (service 
Center)
Postfach 624
8600 DUbenDorf
tel. +41 44 821 01 15 
fax +41 44 821 10 16
www.fischundpartner.ch

TURKEY
KtM ltD. (service Center)
Cevad Dundar Cad.
Kavacikh is Merkezi no: 15/12
ostiM-06370 ankara
tel: +90 3 123 544 676 
fax: +90 3 123 544 797
www.ktm.com.tr

UNITED KINGDOM
aDVanCeD nDt 
(service Center)
orchard House
orchard Close severn stoke
WorCester Wr8 9JJ
tel: +44 1 905 371 460 
fax: +44 1 905 371 477
www.advanced-ndt.co.uk

rsl nDt (service Center)
Unit 9, Murcar ind. estate
bridge of Don
aberDeen ab23 8JW
tel: +44 1 224 822 600 
fax: +44 1 224 823 491
www.rslndt.com

ASiA
CHINA
beiJinG DeYUPana nDt Co.
(service Center)
room 1601/7, Graceful Garden
no. 20, shouti south road
100044 Haidian Dist. beiJinG
tel: +86 10 8835 5151 
fax: +86 10 8835 5137
www.deyupana.com.cn

PU HUi insPeCtion teCH. 
room 108a, no.413, West Meilong rd, 
Minhang District, sHanGHai 200241
tel: +86 21 5102 8113 
fax: +86 21 5102 8113-806
www.ph-tek.com

INDIA
sQUareMaG sYsteMs
Plot no.91, Prashanthnagar,
industrial estate, KUKatPallY
Hyderabad – 500072
tel: +91 98 49 64 71 07 
www.squaremagsystems.com

ferroCHeM nDt sYsteMs ltD
Plot no. C-98, additional Jejuri industiral 
area, MiDC, Jejuri 
PUne, Maharashtra
Zip Code: 412303 
tel: +91-8888649870
www.ferrochemndtsystems.com 

INDONESIA
Pt. nDt instrUMents
Jalan Mandala raya no. 11
JaKarta barat 11440 
tel:+62 21 5695 4188 
fax:+62 21 5695 8379
www.ndt-instruments.co.id

JAPAN
niHon DenJi soKKi Co.
8-59-2, sunagawa-cho
tachikawa-city
toKYo
tel: +81 425 373 511 
www.j-ndk.co.jp

niHon MateCH Corp.
3 rd. fl., ichibancho West bldg.
10 ichibancho, Chiyodaku
102-0082 toKYo
tel:+81 3 3221 7531 
fax: +81 3 3221 7240
www.matech.co.jp

KOREA
infoteCH inC.
664-Ho, Jinsung Praza 6th floor, 
533-7, sang3-Dong, 
Wonmi-Gu, bucheon-si, 
KYUnGGi-Do, 420-861
tel: +82 32 612 8252 
fax:+82 32 232 0431
www.infotc.co.kr

MALAYSIA
nDt instrUMents Pte ltD.
50 Ubi avenue 3, #05-20
frontier, singapore 408866
sinGaPore
tel: +65 6571 0668 
fax: +65 6571 0647/0669
www.ndt-instruments.com

PHILIPPINES
nDt instrUMents inC.
room 203 GeDCor square building, 
ninoy aquino avenue, Corner irasan 
street,
san Dionisio, Philippines 1705
tel: +632 826 26 69 
fax: +632 822 7130
www.ndt-instruments.com

SINGAPORE
nDt instrUMents Pte ltD
(service Center)
50 Ubi avenue 3, #05-20
frontier, sinGaPore 408866
tel: +65 6571 0668 
fax: +65 6571 0647/0669
www.ndt-instruments.com

TAIWAN
ai-KWanG teCH Co. ltD
(service Center)
no. 88, alley 28, lane 369
fong ren road
ren WU toWnsHiP
Kaohsiung County
tel: +886 7 3757 377 
fax: +886 7 375 7378

THAILAND
nDt instrUMents
44/156 soi nimitmai 6/2 Minburi
Minburi, banGKoK, thailand 10510
tel: +66 2 181 0208 
fax: +66 2 914 62 67
www.ndtthailand.com

VIETNAM
KiM tÀi linH Co. ltd
58, 20 street, Ward 5, Dist Go Vap.
Ho CHi MinH CitY
tel: +84 8 39 847 477 
fax: +84 8 39 847 478
www.kimtailinh-ndt.com.vn

ocEAniA
AUSTRALIA
CHeMetall (aUstralia) 
17 turbo Drive
3153 baYsWater nortH
tel: +61 3 9729 6253
fax: +61 3 9720 1711

NEW ZEALAND
CHeMetall (neW ZealanD) 
664 rosebank road
aVonDale, auckland
new Zealand, 1026 
tel: +64 9 820 3888 
fax: +64 9 820 3979
www.chemetall.com

MiddLE EASt
IRAN
Parto naMaYe 
(service Center)
P.o box 14198364
no.17, Zand ave.,
north Jamalzadeh st. teHran
tel: +98 21 66 43 59 76 
fax: +98 21 66 92 72 76

ISRAEL
r.b.M. ltd. 
21st atir-Yeda st.
Kfar-saba
tel: +972 9 7674431 
fax: +972 9 7676898
www.rbmltd.co.il

SAUDI ARABIA
saMir PHotoGraPHiC
P.o box 599
21421 JeDDaH
tel: +966 2 682 8219 
fax: +966 2 683 0820
www.samir-photo.com

UNITED ARAB EMIRATES
non-DestrUCtiVe testinG Co. 
(llC)
P.o box 41879
DUbai
tel: +971 4 3979 585 
fax: +971 4 3979 586

Petro Mat fZCo 
P.o. box 261812, Jebel ali free Zone. , 
DUbai. Uae
tel: 00971-4-8808983 
Cell: 00971-50 4771836 
fax: 00971-4-8808984
www.petromat.ae

LAtin AMEricA
ARGENTINA
DV inGenieria srl
Migueletes 1117 pb “a”
CaP feD 1426
tel: +54 11 4772-7254 
fax: +54 11 4772-7254

BRAZIL
KUbiKa CoMerCial ltDa
Kubika Comercial ltda
rua sta Veridiana, 340-a
02128-000 sao PaUlo-sP brazil
tel: + 55 11 69091302
www.kubika.com.br

AfricA
SOUTH AFRICA
GaMMateC nDt
13 King street
DUnCanVille, ext. 3
Vereeniging, 1936
republic of south africa
tel: +27 16 454 – 0260 
fax: +27 16 423 – 3442
www.gammatecsa.com
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Labino AB shall not be held liable for any errors or omissions resulting from the test procedures that were used in 
validating performance of any Labino AB product nor for unforeseen errors or omissions in digital or printed material.

LABino contActS

corporate Mailing Address:  
LABino AB industrivägen 17 171 48 Solna SWEdEn

Visiting Address:  
LABino AB industrivägen 17 171 48 Solna SWEdEn

Manufacturing Address:  
LABino Manufacturing & Service, Vågsnäsvägen 8, 892 42 domsjö SWEdEn 

fax: +46 660 148 15

customer Service & Sales: 
Phone: +46 8 83 90 70  
fax: +46 8 83 90 23 
labino@labino.com

technical Support: 
Phone: +46 8 83 90 70 
fax: +46 8 83 90 23  

technicalsupport@labino.com

Accounting and finance:  
Phone: +46 8 83 90 70  
fax: +46 8 83 90 23 

accounting@labino.com

www.labino.com


